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Assemble the Torchiere

Please note that a secure step-stool may be necessary for assembly.

Carefully unwrap the torchiere and remove the glass shade, glass shield and 
bulbs from the box.

Install the Glass Shade

Locate the socket assembly and 1. 
glass shade support at the top of 
the torchiere.

Swing the arms 2. (A) of the socket 
assembly into a vertical position.

Locate the three white nuts 3. (B) 
on the support for the glass shade  
Unscrew these nuts and set aside.  

Remove the white trim ring 4. (C) from 
the torchiere and set aside.

The Light Cannon/Energy Saver
Torchiere No. 2570/2*FC

Your new Holtkötter Light Cannon/Energy 
Saver Torchiere comes in two boxes.   

The base is in one box and the glass shade, 
glass shield and bulbs are packed in 
another box.

The bulbs required for this torchiere are:  
55 W CIRCLINE®  bulbs by Osram (2 each).

Care Instructions

Use only a soft, dry cloth to clean. 

If necessary, a slightly damp, soft cloth can 
be used to spot clean.  Do not use common 
household cleaners on lamps or fixtures, as 
the lacquer on the outside of the brass may 
be damaged as a result.  

Enjoy your new Holtkötter lamp.
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ASSEMBLY INSTRUCTIONS FOR
The Light Cannon/Energy Saver

Torchiere No. 2570/2*FC
Place the glass shade 5. (D) over the 
socket assembly and onto the glass 
shade support of the torchiere.  

Place the white trim ring 6. (C) over 
the glass shade.

Screw the white nuts  7. (B) back into 
place.  Be sure to place the white  
trim ring back on the torchiere with 
the concave side down to hold the 
glass in place.  See diagram.

Install the Bulbs 

Swing the arms 8. (A) of the socket 
assembly back down into a 
horizontal position.  Be sure that the 
upper socket (pictured on the left) 
is facing upwards and the lower 
socket (pictured on the right) is 
facing downwards.  This allows the 
bulbs to be installed for the best 
contact with the socket.  Please see 
the diagram.

Install the lower bulb 9. (E) first.  Firmly  
press the bulb into the socket (G) to 
make a good connection.  Secure 
the bulb on the opposite side with 
the plastic bulb clip (H).

Now install the upper bulb 10. (F).  Firmly 
press the bulb into the socket (G) to 
make a good connections.  Secure 
the bulb on the opposite side with 
the plastic bulb clip (H).

Install the Glass Shield

Unscrew the center knurled nut 11. (J). 
The underside of the nut has a  
plastic washer attached to it.   
Be sure that one washer is still on 
the torchiere underneath the glass 
shield.  Place the glass shield (K) 
over the center stem of the torchiere 
and screw the knurled nut (J) back 
into place.  

Your torchiere is now fully assembled.  12. 
Plug the torchiere into an outlet 
and use the dimmer on the stem to 
light.  
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