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Please make sure that the following parts for your fixture are enclosed:

1. Hanging Kit (Backplate with 6 mm extension rods attached)
2. Extension Rods (various lengths– 4 mm diameter)
3. Fixture Kit with 100 Watt Halogen Bulbs (2 each)
4. Glass Kit

A. Glass Shade
B. Glass Shield

IT IS FIRMLY RECOMMENDED THAT A LICENSED ELECTRICIAN INSTALL THIS
FIXTURE.

Assemble the Fixture
1. Unwrap all the kits and parts, placing them on a towel or other soft

surface to prevent scratching.
2. Place the parts in order starting at the hanging kit, the extension rods, the

fixture kit and finally the glass kit.  You are now ready for assembly.
3. Thread the wire from the fixture kit (3) through each extension rod (2).
4. Insert the extension rods in the finished cones on the fixture kit (3).
5. Tighten the set screws on each of the finished cones on the fixture kit (3).
6. Thread the wire through the hanging kit (1). Now the fixture is loosely

assembled.
7. Determine the overall height required.  Carefully insert the smaller rod

into the adjustment bar. Adjust the rods to approximately the right
position.

8. The horizontal connection bar has two set screws on each side, an upper
and a lower set screw.  The lower set screw can be loosened and
tightened to allow the small rods to move. Once the height is
determined, the lower set screw should be tightened hand tight.  If
height adjustments need to be made, care should be taken when
adjusting the extension rods.

Hang the Fixture
1. Remove the universal crossbar strap from the backplate of the pendant.
2. Mount the crossbar strap to the outlet box.
3. Before connecting the backplate to the crossbar strap and after the

initial height adjustment, cut the wire to an appropriate length for minor
height adjustments and electrical connections to be made.  If excess
remains, carefully wind the excess in the backplate.

4. Connect the wires from the pendant with the wires in the outlet box
according to generally accepted electrical standards.

5. Connect the backplate to the crossbar strap, tightening the two finished
nuts, making sure the wires in the backplate are free to move (in case
further height adjustment is necessary).

6. Final height adjustments should be made before adding the weight of
the glass (very minor adjustments can be made after the fixture is
completely installed).
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Install the Bulbs, Glass Shade and Glass Shield
1. NOTE:  BE CAREFUL NOT TO TOUCH THE BULB WITH YOUR

BARE HANDS.  Holding the bulb (6) with a small tissue or
cloth, insert the bulb into the bayonet socket.  Push it slightly
up into the socket and then turn it clockwise into place.

2. To install the glass shade (4), bend both sockets at the ball-
joint so that the sockets are in a vertical position.  Push the
glass up into place, making sure it fits snugly against the
fixture.  Place one large washer (A) on the center aluminum
rod and tighten the large aluminum holding nut (C) until it is
hand-tight.

3. Now bend the sockets at the ball-joint back up into the
fixture as far as they will go.  This ensures that the bulbs are
positioned properly between the glass shade and the glass
shield.

4. To install the glass shield (5), place one small washer (B) on
the finished screw (D), set the glass on the finished screw,
followed by another washer.  Tighten the screw onto the
center aluminum rod hand-tight.

Your fixture is now operational.


