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Wall Sconce No. 5206/2 & No. 5208/2

Please make sure that the backplate assembly and reflector kit are enclosed.

Reflector Kit for 5206/2 includes:  
glass reflector 
two 40 Watt Halopin bulbs by Osram

Reflector Kit for 5208/2 includes: 
glass reflector 
two 75 Watt Bayonet Base Halogen bulbs by Osram

IT IS FIRMLY RECOMMENDED THAT A LICENSED ELECTRICIAN INSTALL THIS 
FIXTURE.

General Installation Instructions
Remove the universal crossbar strap from the back of the sconce.

Mount the universal crossbar strap to the outlet box before making the wire 
connections.

Connect the wires from the sconce with the wires in the outlet box according to 
generally accepted electrical standards.

Mount the backplate of the sconce to the crossbar strap and secure with finished 
nuts.

Install the bulbs, being careful not to touch the bulb envelope with your bare hands.  
Hold the bulb using the packaging material or tissue and push it straight into the 
socket.  Remove protective material.

Install the glass shade.  Align the spring clips with the grooves in the socket assembly 
and push the shade carefully into place.

Care Instructions
Use only a soft, dry cloth to clean.  If necessary, a slightly damp, soft cloth can be used to 
spot clean.  Do not use common household cleaners on lamps or fixtures, as the lacquer 
on the outside of the brass may be damaged as a result.  Enjoy your new Holtkötter 
lamp.
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Bulb Replacement Instructions for 5206/2
(Please note:  photos show bulbs and sockets for 5206/2)

Be sure to turn the lamp off and allow it to cool before attempting bulb 
replacement.  

Remove the glass shade by grasping it firmly on both top and bottom and pulling it 
straight off the fixture.

Remove the old bulb by pulling it straight out of the socket.

Install the new bulb, being careful not to touch the bulb envelope with your bare 
hands.  Hold the bulb using the packaging material or tissue and push it straight into 
the socket.  Remove protective material.

Reinstall the glass shade.  Align the spring clips with the grooves in the socket 
assembly and push the shade carefully into place.

Bulb Replacement Instructions for 5208/2
(Please note:  photos show bulbs and sockets for 5206/2)

Be sure to turn the lamp off and allow it to cool before attempting bulb 
replacement.  

Remove the glass shade by grasping it firmly on both top and bottom and pulling it 
straight off the fixture.

To remove the old bulb, hold it by the porcelain grip, push in towards the socket 
slightly and turn it counter-clockwise.

Install the new bulb, being careful not to touch the bulb envelope with your 
bare hands.  Hold the bulb at the porcelain grip, push it down slightly and turn it 
clockwise.  

Reinstall the glass shade.  Align the spring clips with the grooves in the socket 
assembly and push the shade carefully into place.

1.

2.

3.

4.

5.

1.

2.

3.

4.

5.


