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Please make sure that the following parts for your fixture are enclosed:
1. Fixture with cable, reflector and bulb installed.

2. Bulb:  35 Watt Halostar IRC by Osram, GY6.35 base 

3. Backplate and hanging hardware.

If a dimmer is required, it is recommended that a Lutron ELV (Electronic Low Voltage) 
dimmer be used.  It is recommended that this fixture be installed and hung by a 
licensed electrician.

HANGING INSTRUCTIONS
1. Unscrew the stem screw (A) below the canopy 

(B), allowing access to the crossbar strap (C).

2. Slide the plastic cover (D) down away from the 
crossbar strap (C).

3. Connect the wires from the pendant with the 
wires in the outlet box according to generally 
accepted electrical standards.

4. Screw the crossbar strap (C) to the outlet box.

5. Slide the plastic cover (D) back up to cover the 
contents of the canopy.

6. Secure the canopy (B) to the fixture by screwing 
the stem (A) back into place.

BULB REPLACEMENT INSTRUCTIONS
CAUTION:  DISCONNECT POWER BEFORE SERVICING.

1. Remove the old bulb by pulling it straight out of 
the socket.

2. Holding the new bulb with the plastic wrap provided (to ensure long bulb life) install 
the bulb by pushing it into the socket.  Be sure not to touch the bulb envelope with 
bare hands.

The recommended replacement bulb for this fixture is the 35 Watt Halostar IRC bulbs by 
Osram (Holtkötter Item No. 9250*035-HSTAR).  

Use of other brands of unknown quality may cause a risk of overheating.  

Low-voltage Pendant
No. 5621/1

CARE INSTRUCTIONS
Use only a soft, dry cloth to clean.  If necessary, a slightly damp, soft cloth can be used to 
spot clean.  Do not use common household cleaners on lamps or fixtures, as the lacquer 
on the outside of the brass may be damaged as a result.  Enjoy your new Holtkötter lamp.

C

B

A

D


