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Congratulations, you have just purchased the leading-edge 
dimming technology from Holtkötter International, Inc.  We 
have specifically designed the “Dimm System Punkt 1” 
(Dimming System Point 1 (P1)) to provide specialized features 
for ease and convenience of use.

Features of the “Dimm System Punkt 1” include:

Point Dimming - the lamp may be turned on with a single 
click of the P1 dimmer.  

Soft On -  the lamp will come on low and continue to 
brighten to full brightness.  This allows the eye to adjust to 
a gradual increase in light.

Soft / Delayed Off - turn the lamp off with a single click 
of the P1 dimmer.  The lamp will dim to 60% brightness of 
the current setting, remaining briefly at that level to allow 
you to exit the room;  then the lamp gradually turns itself 
off.  This “soft” off provides a few moments of light after 
turning the lamp off, rather than immediate darkness as 
is the case with other switches.

Dimming Cycle - to adjust the lamp to the perfect  light 
level for any situation, press and hold the P1 dimmer.  The 
dimmer will cycle through all dimming levels.  When the 
lamp achieves the light level of your choice, release the 
P1 dimmer.  

Tilt Switch - a safety measure is provided with the “Dimm 
System Punkt 1”.  In the event that the lamp is tipped 
over, the tilt switch cuts off the power to the lamp. 
 

Care Instructions
Use only a soft, dry cloth to clean.  If necessary, a slightly damp, soft cloth can be used to 
spot clean.  Do not use common household cleaners on lamps or fixtures, as the lacquer 
on the outside of the brass may be damaged as a result.

Shaded Halogen Floor Lamp 
No. 6120/2 with Dimm-System P1

Replace the Fuse
An integrated fuse to protect the dimming circuit can 
be found in the base of the lamp.  Please check the 
fuse first, in case the lamp does not come on.  A four (4) 
Amp replacement fuse can be found at any hardware 
store or Radio Shack store.

Your floor lamp will come in two boxes; one for the shade and one for the base.

General Assembly Instructions
Install the shade: unscrew the metal nut (A) located at the top of the lamp.  Remove the 
finished spacer (B) and the finished ring (C).  See Diagram 1.

Put the shade over the center stem (D) so that it rests on the stem. See Diagram 2.

Put the finished ring back into place, followed by the finished spacer.

Screw the finished nut back onto the top of the lamp.

Install the bulbs of your choice (not included). Listed below are the maximum wattages 
according to the shade style. Your lamp is now operational.

 6120/2 with Cone Shade: 2 each, max. 75 W, Medium (Edison) A19 Base.
 6120/2 with Regular Shade: 2 each, max. 100 W, Medium (Edison) A19 Base.
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