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ASSEMBLY INSTRUCTIONS FOR

Ceiling Pendant
525/1 & 531/1
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Please make sure that all parts for your Holtkötter hanging pendant are
enclosed.

For a 525/1 — Pendant Frame with glass shade attached
For a 531/1 — (a) Pendant Frame
 (b) Glass Shade - style of glass will vary

1. Remove canopy by unscrewing bottom canopy ring.  See Diagram.

2. Install the universal crossbar strap on the outlet box.

3. Connect the three wires with the corresponding wires from the box.  You
should attach the copper ground wire to the ground wire, the white wire
to the neutral wire (usually white) and the black wire to the hot wire
(usually black).

4. Before raising the canopy back into position, you may adjust the tension
on your hanging pendant.  There is a red dial on the side of the pulley
below the wires.  Turn this dial clockwise to tighten or counter-clockwise to
loosen.  If no adjustment needs to be made, go on to step 5.

5. Now raise the canopy to cover the pulley and the outlet box.  Tighten the
bottom ring to hold the canopy in place.  See diagram.

6. If you have a 531/1, you can now attach the glass.  Unscrew the
aluminum ring from around the socket, put the glass in place and screw
the aluminum ring back up under the glass.  See diagram.

7. Install a new medium base light bulb with a maximum wattage of 150
Watts (not included).

8. Turn on the wall switch.  Your Holtkötter hanging pendant is now
operational.


